RECOMMENDED CABLE ASSEMBLY INSTRUCTIONS
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*For cables RG-174, 188 and 316/U.
**For cables RG-62A and 71B/U only. When using this dielectric bushing, subtract 1/32” from dimension B and

TRIM DIMENSIONS add 1/32” to dimension C.

TRIM
CODE A B C STEP 1
01 11/3, 7ea Tles TTZTITTZTZ Slide heat shrinkable tubing
3 [t B I = (if supplied), clamp nut,
02 W3 I 53 washer and gasket onto cable
03 5/16 16 Tes as shown. Cut off jacket to
L =] . .
04 5 3 m‘W dimension A as shown. Be
I2 16 964 sure v-groove faces away from
05 3lg 5/g4 5/3, —A*  nutas shown.
06 13/, g 520 STEP 2
Comb out braid wires. Slide
07 3 —— . i )
516 lea Us B braid clamp over braid, being
08 5/g 9/3, 73y certain that clamp seats
09 13 9/ 15 squarely against cut end of
e 32 fea E = jacket. Form braid wires
10 23/35 15/3 Ug smoothly over clamp as shown
1 13/36 374 74 and tr.im off.excess braio! wire.
13 3 7 Cut dielectric to dimension B
12 I32 64 32 —=IC and conductor to dimension C
13 716 Tlea T STEP 3 as shown.
14 15/, 7le4 7[3o Place dielectric bushing (if
13 3 3 required) over or into dielec-
15 l32 fa2 f16 6 [ o] tric as necessary. Seat center
16 716 1g 73 contact firmly against cable
) dielectric and solder to cable
17 Ug Slea 53 conductor. Remove excess
18 3lg 3lga 316 SOFT SOLDER solder from outside of contact.
For captive contacts, assemble
19 16 g 316 washer and thicker insulator, then solder center contact to cable
20 11/4, s 7l conductor. Th.en assemble other insulator with counter bore facing
slotted or pointed end of contact.
21 The Slg4 T3 “TEP 4
22 11/32 3/32 7/64
3 5/ Insert assembly into connector
23 13 64 32 body, being certain that braid
24 /i Ye4 316 é\ clamp is seated. Tighten clamp
7 nut with a wrench.
25 15/3, 764 I3

All dimensions in inches
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